City of Arkadelphia

Invitation to Bid

The City of Arkadelphia is accepting sealed bids on the item listed below.  The City reserves the right to reject any and all bids in whole or in part and to waive formalities in bids in whole or part.  Bids must be returned to the City Manager’s office no later than 10:00 a.m. Monday April 12, 2010 at which time bids will be opened and read publicly.
ITEM


Installed Digital Phone System 

The bidder shall indicate that the item being bid is exactly as specified in Section II, or give a description to indicate any deviation from the specification of the item being bid. 

Specifications comparable to or greater than the Nortel Phone System which includes:
· Digital Phone System 
· (12) Twelve CO/Telco Lines
· (32) Thirty-Two Extensions

· UPS/Battery Backup

· Extra Lightning Protection

· (32) Digital Display/Speaker Phones

· All Necessary Terminal Blocks, Connecting Cables and Cross Connects

· All Necessary Programming for all lines and extensions

· Installation, setup, and at least 4 hours of training to IT
Please return in a SEALED ENVELOPE addressed to: City Manager, 700 Clay Street, Arkadelphia, AR 71923 – indicating on outside of envelope “CONTAINS Digital Phone System.”  Bids will be received at the office of the City Manager until Monday April 12, 2010 at 10:00 a.m.  LATE BIDS WILL NOT BE ACCEPTED.

BID FORM

To:

City Clerk

City of Arkadelphia

700 Clay Street

Arkadelphia, AR 71923

From:

Name of Company: 
_______________________________________

Legal Address:
_______________________________________

City, State, Zip Code:
_______________________________________

PROJECT:
Digital Phone System 

1. AGREEMENT:  I agree to the following:

A. To hold my Bid open until May 30th, 2010. 

B. Sealed bids only - bid opening 10:00 a.m. Monday April 12, 2010     

C. Meets specifications but not limited to.

D. Complete Installation within 30 days.
2.
BID: Installed Digital Phone System sales tax included 

____________________________________________ Dollars ($_____._______)

Bidder: _____________________


Bid Accepted by City of Arkadelphia

____________________________


_____________________________

____________________________


City Manager, Jimmy Bolt

Date________________________


Date_________________________

Section II

Nortel Business Communications Manager 50

Technical Specifications

Physical Specifications

	Depth
	12.75 in.

	Width
	8.625 in.

	Height
	2.625 in.

	Weight
	BCM50 4 lb. 1.9 oz
BCM50a/e 4 lb. 8.6 oz

	MBM
	2 w/Expansion Unit

	CPU 
	PowerQuickII 8270

	Memory 
	256 Mbytes of SDRAM

	Hard drive 
	40G Serial ATA HD

	System status LEDs 
	Status and Power

	Mounting options 
	Desk top, wall mount or rack mount

	Power supply specifications 
	AC input: 100-240V -2 A, 50-60 Hz;
DC output: 19 6.32 A

	Operating temperature
	-5°C to 50°C

	Operating humidity
	90-95% RH at 40°C

	Storage temperature 
	-55°C to 70°C

	Storage humidity 
	90-95% RH at 40°C


Mechanical requirements

	Packaged

	· Transportation vibration as per Telcordia GR-63 (Section 5.4.3, Figure 4-3, Curve 2)

	· Transportation bounce as per IEC 68-2-55 (Method A)

	· Drop and vibration as per ISTA Procedure 1A


	Unpackaged (Operational)

	· Office vibration as per Telcordia GR-63 (Section 5.4.2, Electronic Subassemblies)

	· Mechanical shock as per IEC 68-2-27 (Test Ea)

	· Drop as per IEC 68-2-32 (Test Ed)


Regulatory compliance
Canada CS-03 and US
Federal Communications Commission (FCC) Part 68 and has been registered under files Industry Canada 332D-5980A and FCC US: AB6KF15B20705 (key system), US: AB6MF15B20706 (hybrid system) and US: AB6PF15B23740 (PBX system). BCM50 Model No NT7B10xxxx is in compliance with the essential requirements and other relevant provisions of Directive 1999/5/EC. European Safety requirements EN 60950 and EMC requirements EN 55022 (Class

A) and EN 55024.
Electromagnetic emissions

BCM50 equipment meets all FCC Part 15; Class A radiated and conducted emissions requirements. BCM50 does not exceed the Class A limits for radiated and conducted emissions from digital apparatus as set out in the Radio Interference Regulations of Industry Canada.
Electromagnetic compliance

The Nortel BCM50, BCM50 with ADSL Router (BCM50a), BCM50 with Ethernet Router (BCM50e) and BCM50 Expansion Unit fully comply with the following standards and specifications:

	Canada 
	ICES-003 Class A using:

· CISPR 22 (1997) Class A

· ANSI C63.4 (2001) method

	United States
	FCC Part 15 Subpart B Class A using:
      — CISPR 22 (1997) Class A
      — ANSI C63.4 (2001) method


MBM

	BCM50 main unit
	· One Amphenol (male) connector (25 pair)

· 4 loop start CLASS/CMS lines (keycode enabled)

· 4 analog station ports [disconnect supervision - 850 Ms Momentary Disconnect, Message Waiting Indication - NA 120V 600 ms on and 1000 off, Calling Line Identification (CLID) Name and Number] (keycode enabled)

· 2 digital phone ports (keycode enabled)


	Embedded modem
	· BCM50 — standard soft modem support on analog lines


	BCM50
	· Craftsperson interface — 10/100 auto sensing/auto polarity; RJ-45 connector, DHCP support
· Customer access — 10/100 auto sensing/auto polarity; RJ-45 connector, DHCP support
· Expansion port or 10/100 auto sensing/auto polarity switch port; RJ-45 connector, DHCP support
· Expansion port or 10/100 auto sensing/auto polarity switch port; RJ-45 connector, DHCP support 


	BCM50a and BCM50e
	• 4 10/100 auto sensing/auto polarity switch port; DHCP support


Telephony components

	MSC interfaces
	BCM50 Main unit — Recessed reset button; USB interface, Music on Hold Interface [3.5mm (1/8 inch) standard miniature stereo (3 conductor)]; Auxiliary Ringer, Page Relay, Page Output and Music on Hold on Amphenol (male) connector (25 pair)


WAN interface

	BCM50a
	· ADSL interface, RJ-45 connector

	BCM50e
	· 10/100 auto sensing/auto polarity; RJ-45 connector


Expansion cabinets

	BCM50 Expansion Unit
	· One Media Bay Module slot

· Supports all BCM Media Bay Modules except FEM and DDIM

· Maximum two Expansion Units per BCM50

· Utilizes standard 10/100 LAN cable for the interface to the BCM50 main unit

· Supports 3 10/100 auto sensing/auto polarity switch port; DHCP support

Depth
12.75 in.

Width
8.625 in.

Height
2.625 in.

Weight
2 lb. 5.2 oz
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